
Signpost wall mounted TNW
  The innovative glass clamping function reduces the 

installation intervention in the building structure.

Signpost wall mounted TNW
  Transparent floating information 

convey lasting elegance.

TNWSESG 3142 S TNWSESG 3142 S TNWSESG 3142 S TNWSESG 3142 S TNWSESG 3142 S

TNW       describes the 

transparenz 

wall signpost

..      (without letter): 

one 8 mm thick disc

S     Sandwich construction with two 

panes of 4 mm ESG glass.

ESG     ESG glass

K         Crystal clear acrylic 

G         Glass look acrylic

31     Height in cm

42     Width in cm

S       Silver anodized

L       Lacquered 

 Article description Type Surface material Size System profile color

Compared to the classic glass signs 

with four fastening screws, the signs 

in the System transparenz impress 

with their concealed fastening. They 

give the inscription area a transpa-

rent, floating appearance, which is 

the special appeal of the glass signs. 

„Signpost“ is the general term for directional signs, most of which have directional arrows to show the way. Inside buildings, wall-mounted even the rule, 

wall-mounted at eye level. Particularly elegant and light are perceived cantilevered, transparent signposts, which are held with only one profile. However, 

the required stability limits the possible height. To differentiate, we define the larger formats with two horizontal holding profiles as „overviews“ (TNU).

Formate

16

8

max.
298

30

max.
595

Version

Analogous to the door signs, there is also 

a version with two panes for the wall 

signs. This sandwich construction allows 

the use of self-labeled text inserts. The 

exchange of the insert is done with the 

help of a system tool.

Dimensions 

However, with all possible combinations, 

secure fastening must always be ensured. 

For example, we recommend holding 

surfaces with a height of more than 

298 mm with two horizontal profiles. 

Larger surfaces, which are always held 

with two profiles, are declared as 

overviews (TNU).

Combinations 

In addition to the usual standard

formats, we can also respond to your 

own wishes and combinations. 
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Data in mm

Standard sizes

TNW 1660

 600

 600

 600

 420

 420

 420

160

 300

220

 300

 300

310

 210

TNW 2260

TNW 1642

TNW 2242

TNW 1630

TNW 2230

TNW 3160TNW 3142TNW 3130TNW 3121

n  Sandwich construction


